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24. Install the C-Clip onto both machined 
adapters.   

23. Remove the C-Clip from both 
intercooler hoses. 

22. Remove the hot side intercooler hose. 

21. Disengage the C-Clip securing the hot 
side (driver side) hose then detach the 
hose from the intercooler. 

20. Remove the cold side intercooler hose. 19. Disengage the C-Clip securing the cold 
side (passenger side) hose then detach 
the hose from the intercooler. 

18. Remove the OEM skid plate. 17. Remove the intercooler pipe from the 
engine bay.

16.  Loosen the clamp securing the plastic 
intercooler pipe to the intercooler hose.

15. Remove the bolt securing the cold side 
intercooler pipe to the bracket.

14. Loosen the clamp securing the cold 
side intercooler pipe to the throttle body. 

13. Remove the pressure sensor from the 
cold side intercooler pipe. 
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36. Attach the 2.75” hump hose to the 
intercooler adapter. Secure using the 
provided clamps.

35. Secure the intake tube to the 
intercooler pipe using the OEM bolt. 

34. Reinstall the intake tube.  

33. If not using the methanol injection 
port. Plug the hole with the provided NPT 
plug.  

32. Install the OEM pressure sensor onto 
the Intercooler pipe. Secure with the 
provided M6 bolt. 

31. Install the Injen cold side intercooler 
pipe. Secure to the vibra-mount once the 
pipe is in place. 

30. Attach the 2.75” hump hose to the 
throttle body. Secure using the provided 
clamps. 

29. Secure the provided vibra-mount to 
intercooler pipe bracket using the 
provided M6 nut and washer.

28.  Attach the machined adapter to the 
intercooler outlet (passenger side) Make 
sure you hear the C-Clip engage. 

27. Install the elbow hose onto the 
machined adapter. Secure using the 
provide clamps. 

26. Install the OEM O-Ring  onto both 
machined adapters in the same direction 
it was removed in. 

25. Remove the OEM O-ring from both 
intercooler hoses. Note the direction it 
was removed in.
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48. Install the M6 stand o� onto the intake 
tube grommet.

47. Reconnect the diverter valve harness. 46. Reinstall the diverter valve to the injen 
tube. Secure using the provided M6 
socket head bolts.  

45. Reconnect the OEM diverter valve 
hose.

44. Secure the hot side tube with the OEM 
bolts. 

43. Install the secondary hot side tube.

42. Attach the 1.50”-2.25” stepping hump 
hose to the passenger side turbo outlet. 
Secure using the provided clamps.

41. Attach the 2.25” hump hose to both 
ends of the cast Y-Pipe. Secure using the 
provided clamps. 

40.  Attach the 2.75” hump hose to the 
cast Y-Pipe. Then secure the Y-Pipe to the 
primary hot side charge pipe.  

39. Secure the primary hot side intercooler 
pipe. 

38. Install the primary hot side intercooler 
pipe. 

37. Attach the machined adapter to the 
intercooler inlet. Make sure you hear the 
C-Clip engage. 
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CONGRATULATIONS! You have 
just completed the installation of 
this intercooler piping system. 
Periodically, check the alignment 
of the intercooler piping, normal 
wear and tear can cause nuts and 
bolts to come loose. Note: Check 
clearance and adjust if needed! 
Failure to check the alignment 
and adjust the intercooler piping 
can cause damage that will void 
the warranty. Injen Technology is 
not responsible for any damages 
caused by/from improper 
installation.

54. Ensure all bolts, nuts and clamps are 
properly secured. 

53. Reconnect both crankcase lines to the 
intake tube. 

52.  Reconnect the crankcase line to the 
cold side intercooler pipe. Reconnect the 
pressure sensor harness. 

51. Secure the tertiary hot side intercooler 
pipe with the provided M6 nut and 
washer. 

50. Install the tertiary hot side intercooler 
pipe. Secure using the provided clamps. 

49. Attach the 1.50”-2.25” stepping hump 
hose to the driver side turbo outlet. 
Secure using the provided clamps. 


